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FOR CAD FILES

LAMMAS) INDEX ASK TO

AUTOMATION COMPONENTS A
www.lammas.it

STANDARD Groups technical catalog:

SISTEMAS LV

DESCRIPTION CHAPTER PAGE
LINE MODULES 1 6+9
PALLET 2 10+11
CHAIN TIGHTENER HEAD 3 12 +15
MOTORIZED HEAD 4 16+21
GEARMOTORS 5 22
TRANSFER UNITS 6 23 +39
90° CURVES ( SISTEMAS 700 NOT AVAILABLE) 7 40 + 42
MANUAL WORKING STATIONS 8 43
INDEX PALLET UNITS 9 44 = 47
ROTARY TABLES UNITS 10 48
ELEVATOR UNITS 11 49 + 51
LINE SUPPORTS 12 52 +55
STOP UNITS 13 56 + 58
ACCESSORIES 14 59+72
TYPES OF CHAINS 15 73 +74
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STANDARD CODIFICATION SISTEMAS LV
COMMERCIAL CODE COMPOSITION

LAMMAS]

AUTOMATION COMPONENTS

TYPE OF LINE REFERENCE CODE DEFINITIOIN
FROM TABLES PAGE 5
0-> 5 = LINE 700 FUNCTION
1 - LINE 250 6>
2 = LINE 350 7>
3 > LINE 450 8 > LINE 400
4 > LINE 600 9>
Y
GROUP
D
ESCRIPTION CODE J XXX YYY
XXXXX
LINE MODULES 600 LENGHT MODULE (mm) - TAB.1
PALLET 618 X00 /
CHAIN TIGHTENER HEAD 602 99 S07 /
MOTORIZED HEAD 602 99 - TAB.2
GEARMOTORS JJ 17 99 - TAB.2
90° CURVES 623 00 > TAB.2
CURVES SUPPORTS 620C 88/89 S96 - TAB.4
WORKING STATIONS 612 90 S03 /
INDEX PALLET 612 90 - TAB.3
ROTARY TABLES UNITS 612 90 - TAB.3
ELECTRICAL ROTARY TABLES 613 - TAB.3
ELEVATOR UNITS 614 90 S12 - TAB.3
SINGLE LINE SUPPORTS 620 88 S96 - TAB.4
DOUBLE LINE SUPPORTS 620 89 S96 - TAB.4
SIDE-BY-SIDE LINE SUPPORTS 620 89 S96 - TAB.4
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rAMMA_S STANDAR CODIFICATION SISTEMAS LV
AUTOWATION COMPONENTS DEFINITION TABLES CODES

Tab.1 CHAIN DEFINITION FOR LIGHT LINE (SISTEMAS)
Valid for LINE MODULES

YYY CHAIN 5/8”

S17 DOUBLE IDLE ROLLER STEEL

RAC DOUBLE IDLE ROLLER ACETALIC RESIN

INX STAINLESS STEEL (INOX)

SSP SILENT CHAIN WITH STEEL PLATES

TAB.2 GEARMOTOR DEFINITION

VALID FOR:
- MOTORIZED HEAD
- UNI/BIDIRECTIONAL SHUTTLE

YYY GEARMOTOR

BNF BONFIGLIOLI

HYD HYDROMEC

SEW SEW - EURODRIVE
MTV MOTOVARIO

SIT SITI

STM STM

RSS ROSSI

Tab.3 CILYNDER DEFINITION
Valid for :

- TRANSFER UNITS

- INDEX UNITS

- ROTARY TABLES UNITS

- ELEVATOR UNITS

YYY CYLINDER

S03 CAMOZZI

FST FESTO

FKP FESTO with Clamping unit

UNV UNIVER

SMC SMC

SKP SMC with Clamping unit

S16 LAMMAS

5 LV TECHNICAL CATALOG




L—AM.MA—S SISTEMAS LV
autowarion coveonents  LINE MIODULE SECTION AND COMPOSING ELEMENTS

THE LINE MODULE IS MADE BY:

-1 ALUMINIUM PROFILES COMPLETE WITH GUIDES;
-2 LATERAL COVER;
-3 IDLE STEEL ROLLER CHAIN; POLYDUR GUIDES

COD. 006312003
-4 INTRAMODULAR NUTS; AVAILABLE IN METERS

\ POLYDUR GUIDES
YN COD. 006312003

G )
< AVAILABLE IN METERS

SISTEMAS architecture is based on a load bearing structure of rigid and compact
extruded aluminum. It incorporates the Polydur chain guides and the pallet containment
guides, and functions as containment for all the accessory mechanical groups. The line is
sustained by adjustable supports with a maximum capacity of

50 kg/m.

The movement is studied in order to obtain full flexibility; structure fitting units can be
rearranged using different configurations ad if necessary the line can be changed easily
and fast.

Pallet is the iron or aluminum base on which equipment for transported elements will be
applied.

The line profiles and the accessories fitting in all configurations enable the application of
a square or rectangular «overpallet», whose dimensions can be bigger than those of the
pallet itself.
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L_AMMA_S SISTEMAS LV
AUTOMATION COMPONENTS LINE COMPOSITION

1 LINE MODULE

2 LATERAL COVER LINE
3 CHAIN TIGHTENER HEAD
4 MOTORIZED HEAD

5 SUPPORT LINE
6 STOP UNIT
7 GEARMOTOR

OPENABLE MODULE

WE CAN PROVIDE OPENABLE MODULE. IF YOU NEED TO MOVE MODULES.
IT INCLUDES:

- WHEELS

- HINGE

- SUPPORT

REFER TO LAMMAS TECHNICAL OFFICE |
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L—AM'MA—S SISTEMAS LV
AUTOMATION COMPONENTS LINE SECTION

CHAIN

" LATERAL COVER

152

4 | A 42 _
LINE QUOTE A
SISTEMAS 250 201
SISTEMAS 350 301
SISTEMAS 400 355
SISTEMAS 450 401
SISTEMAS 600 551
SISTEMAS 700 651

CHAPTER 1 LV TECHNICAL CATALOG



SISTEMAS LV —

A!J:Oﬁ\TION COMPﬁIg'S LINE MODULE 6000 XXXXXYYY
ORDERING CODES

XXXXX=Module lenght (mm)
(YOU CAN CHOOSE LINE LENGHT THAT YOU NEED).

Tab.1 CHAIN DEFINITION FOR LIGHT LINE (SISTEMAS LV)

YYY CHAIN 5/8”

S17 DOUBLE IDLE ROLLER STEEL

RAC DOUBLE IDLE ROLLER ACETALIC RESIN

INX STAINLESS STEEL

SSP SILENT CHAIN WITH STEEL PLATES

EXAMPLE:

6000 06500 S17

LINE MODULE 350 LENGTH 6500 mm
6000 04896 S17

LINE MODULE 600 LENGHT 4896 mm

i’y
64

l

LATERAL COVER

NOTE:
CODE INCLUDES TWO LINE PROFILES, TWO LATERAL COVERS AND CHAIN.

9 LV TECHNICAL CATALOG CHAPTER 1



_ . SISTEMAS LV
LAMMAS STANDARD PALLET

HTONATION CORRORENTS TECHNICAL DIMENSIONAL DETAILS

@
]

QUOTE A B C D
SISTEMAS 250 120 246 26 4
SISTEMAS 350 160 346 26 4
SISTEMAS 400 240 400 28 6
SISTEMAS 450 240 446 28 6
SISTEMAS 600 360 596 30 8
SISTEMAS 700 435 696 30 8

NOTE:
LAMMAS CAN CUSTOMIZE RECTANGULAR PALLETS WITH STANDARD EXTERNAL DIMENSIONS (FOR
EXAMPLE 250X450, 250X600)

REFER TO LAMMAS TECHNICAL OFFICE:
* TO DOWNLOAD .DWG/STEP FILES.
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_M'M SISTEMAS CODE
LAMIMAS) STANDARD PALLET
T o ORDERING CODES AND TECHNICAL DETAILS | 618 X 00 YYY
vyy PALLET WEIGHT DESCRIPTION (KIND) FLATNESS
(kg) (mm)
LINE 250
618 100 110 2,5 Kg I[IRON PLATE PALLET 0.25 mm
618 100 120 1Kg ALUMINUM PLATE PALLET 0.25 mm
LINE 350
618 200 110 6 Kg IRON PLATE PALLET 0.35 mm
618 200 120 2 Kg ALUMINUM PLATE PALLET 0.35 mm
LINE 400
618 800 110 10 Kg IRON PLATE PALLET 0.30 mm
618 800 120 3,5 Kg ALUMINUM PLATE PALLET 0.30 mm
LINE 450
618 300 110 13,5Kg I[RON PLATE PALLET 0.30 mm
618 300 120 4,5 Kg ALUMINUM PLATE PALLET 0.30 mm
LINE 600
618 400 110 20 Kg I[RON PLATE PALLET 0.30 mm
618 400 120 6,6 Kg ALUMINUM PLATE PALLET 0.30 mm
LINE 700
618 500 110 32 Kg IRON PLATE PALLET 0.30 mm
618 500 120 10,5 Kg ALUMINUM PLATE PALLET 0.30 mm

11

LV TECHNICAL CATALOG

CHAPTER 2




SISTEMAS LV 250/350
T R v CODE
LAMMAS CHAIN TIGHTENER HEAD
AUTOMATION COMPONENTS O R D E Rl N G CO D E 602 J XXX 99 507
CODE J REFERRING TO CODE XXX REFERRING TO CHAIN
TYPE OF LINE: TIGHTENER TYPE:
J LINE XXX TYPE
1 250 410 IN LINE
2 350 420 HEAD
430 PERPENDICULAR
OPTIONS CODE
440 OR ELEVATOR AND
450 CURVE CHAIN TIGHTENER DEVICE 760025142
m IN LINE TOP COVER HEAD

8 220

CHAIN TIGHTENER HEAD

LINE QUOTE A

250 285
m HEAD TOP COVER HEAD
350 385

3 220

CHAIN TIGHTENER HEAD

760 J 36 001 S96
ASSEMBLY COVER HEAD

12 LV TECHNICAL CATALOG CHAPTER 3



o . SISTEMAS LV 250/350 CODE
LAMMAS CHAIN TIGHTENER HEAD

AUTOMATION COMPONENTS ORDERING CODE 602 J XXX 99 SO7

(430)PERPENDICULAR

1

1) 760 109 007 S96 = Line 250
90° BELT CONNECTION
1) 760 209 005 S96 = Line 350
90° BELT CONNECTION
2) 760 070 010 S96
BRACKET KIT UNIT FOR PERPENDICULAR LINES
3) TOP COVER PERPENDICULAR HEAD

10 220

1) 760 109 007 S96 = Line 250
90° BELT CONNECTION
1) 760 209 005 S96 = Line 350
90° BELT CONNECTION
2) TOP COVER PERPENDICULAR HEAD

CHAPTER 3 LV TECHNICAL CATALOG 13



SISTEMAS LV 400/450/600/700 CODE

LAMMAS
LA AS CHAIN TIGHTENER HEAD
AUTOMATION COMPONENTS
CODE J REFERRING TO CODE XXX REFERRING TO CHAIN
TYPE OF LINE: TIGHTENER TYPE:
J LINE XXX TYPE
3 450 410 IN LINE
4 350 420 HEAD
5 700 430 PERPENDICULAR e oo
8 400 440 OR ELEVATOR AND
150 CURVE CHAIN TIGHTENER DEVICE 760025142
410(IN LINE 760 070 006 S96
LATERAL PALLET SUPPORT

CHAIN TIGHTENER HEAD

1

LNE | QUOTE A TOP COVER IN LINE HEAD
450 485
600 635

m HEAD TOP COVER HEAD
700 735 7.
400 439

3 220

760 J 36 001 S96

ASSEMBLY COVER HEAD

760536 001 S18

ASSEMBLY COVER HEAD OF LINE 700

14 LV TECHNICAL CATALOG CHAPTER 3



o . SISTEMAS LV 400/450/600/700 CODE
LAMMAS CHAIN TIGHTENER HEAD

AUTOMATION COMPONENTS ORDERING CODE 602 ] XXX 99 S0O7

(430)PERPENDICULAR i

1) 760 070 048 S96
CENTRAL PALLET SUPPORT
2) 760 070 010 S96
BRACKET KIT UNIT FOR PERPENDICULAR LINES
3) TOP COVER PERPENDICULAR HEAD

760 070 006 S96
LATERAL PALLET SUPPORT

/

TOP COVER ELEVATOR HEAD

CHAPTER 3 LV TECHNICAL CATALOG 15



LAMMAS

AUTOMATION COMPONENTS

SISTEMAS LV 250/350
MOTORIZED HEAD
ORDERING CODE

CODE

602 J XXX 99 YYY

CODE J REFERRING TO CODE XXX REFERRING TO CHAIN CODE YYY REFERRING TO
TYPE OF LINE: TIGHTENER TYPE: GEARMOTOR
J LINE XXX TYPE SEE TAB. 2 PAGE 5
1 250 510 IN LINE
2 350 520 HEAD
530 PERPENDICULAR
540 OR ELEVATOR AND NOTE:
550 CURVE GEARMOTOR NOT INCLUDED, SEE CHAPTER 6

510|IN LINE

220 8

MOTORIZED HEAD

TOP COVER HEAD

1) 760 1 09 005 S96 -> LINE 250
CHAIN CONNECTION
1) 760 2 09 001 S96 > LINE 350

LINE QUOTE A CHAIN CONNECTION
250 285

HEAD OP COVER HEAD
350 385

/

760 J 36 001 SS6

ASSEMBLY COVER HEAD

16
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e SISTEMAS LV 250/350
LAMIMAS MOTORIZED HEAD

ORDERING CODE

AUTOMATION COMPONENTS

CODE
602 J XXX 99 YYY

(530)PERPENDICULAR

(17MM HIGHER THAN THE BACK)
OPTION: CONNECTION AT “C” COD. 770 214 096 FOR SIDE-BY-SIDE MODULES

MOTORIZED HEAD

;

v

ﬁ

1) 760 109 007 S96 = Line 250
90° BELT CONNECTION
1) 760 209 005 S96 = Line 350
90° BELT CONNECTION
2) 760070 010 S96
BRACKET KIT UNIT FOR PERPENDICULAR LINES
3) TOP COVER PERPENDICULAR HEAD

(540)ELEVATOR/CURVE UNITS

1) 760 109 007 S96 = Line 250

1) 760 209 005 S96 = Line 350

2)

90° BELT CONNECTION

90° BELT CONNECTION
TOP COVER PERPENDICULAR HEAD

CHAPTER 4 LV TECHNICAL CATALOG
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SISTEMAS LV 400/450/600/700 CODE

— —
LAMiMAS MOTORIZED HEAD
AUTOMATION COMPONENTS O R D E RI N G CO D E 602 J XXX 99 YYY
CODE J REFERRING TO CODE XXX REFERRING TO CHAIN CODE YYY REFERRING TO
TYPE OF LINE: TIGHTENER TYPE: GEARMOTOR
J LINE XXX TYPE SEE TAB. 2 PAGE 5
3 450 510 IN LINE
4 600 520 HEAD
5 700 530 PERPENDICULAR
8 400 540 OR ELEVATOR AND NOTE:
550 CURVE GEARMOTOR NOT INCLUDED, SEE CHAPTER 6
@lN LINE 760 070 006 596
LATERAL PALLET SUPPORT

: 220 a
MOTORIZED HEAD

LINE QUOTE A TOP COVER IN LINE HEAD
450 485
@ HEAD o0 035 760 J 36 001 596
700 735 ASSEMBLY COVER HEAD
220 760 5 36 001 S18
400 439 ASSEMBLY COVER HEAD OF LINE 700

MOTORIZED HEAD

¥ TOP COVER HEAD

18 LV TECHNICAL CATALOG CHAPTER 4



o . SISTEMAS LV 400/450/600/700 —
LAMMAS MOTORIZED HEAD

AUTOMATION COMPONENTS ORDERING CODE 602 J XXX 99 YYY

(530)PERPENDICULAR

(17MM HIGHER THAN THE BACK)
OPTION: CONNECTION AT “C” COD. 770 214 096 FOR SIDE-BY-SIDE MODULES

[
»

—

MOTORIZED HEAD

s 3

1) 760 070 048 S96
CENTRAL PALLET SUPPORT
2) 760 070 010 S96
BRACKET KIT UNIT FOR PERPENDICULAR LINES
3) TOP COVER PERPENDICULAR HEAD

760 070 006 S96
LATERAL PALLET SUPPORT

MOTORIZED HEAD

TOP COVER ELEVATOR HEAD

CHAPTER 4 LV TECHNICAL CATALOG 19



—~RAMARG]  SISTEMAS LV 250/350/400/450/600/700 CODE
LAMMAS MOTORIZED HEAD

AUTOMATION COMPONENTS ORDERING CODE 602 J XXX 99 YYY
CODE J REFERRING TO CODE XXX REFERRING TO CHAIN CODE YYY REFERRING TO

TYPE OF LINE: TIGHTENER TYPE: GEARMOTOR

J LINE XXX TYPE SEE TAB. 2 PAGE 5

1 250 610 IN LINE NOTE:

2 350 620 HEAD GEARMOTOR NOT INCLUDED, SEE CHAPTER 6

3 450 630 PERPENDICULAR

4 600 640 OR ELEVATOR AND

650 CURVE
5 700
8 400 >

NOTE: THE MOTORIZED HEAD UNDER HEAD ARE USED IF DIMENSIONAL PROBLEMS OCCUR.
THE GEARMOTOR IS POSITIONED UNDER THE HEAD AND THE TRASMISSION OCCUR BY THE CHAIN TRASMISSION.

610||N LINE 220 8 TOP COVER IN LINE HEAD

MOTORIZED HEAD /

LINE QUOTE A
250 385 760 070 006 S96
350 385 LATERAL PALLET SUPPORT
450 485 760 J 36 001 S96
600 — ASSEMBLY COVER HEAD
760 5 36 001 S18
700 735 ASSEMBLY COVER HEAD OF LINE 700
400 439

TOP COVER HEAD

20 LV TECHNICAL CATALOG CHAPTER4



1T A AQ) SISTEMAS LV 250/350/400/450/600/700 CODE
LAMMAS Rt ean e

MOTORIZED HEAD
AUTOMATION COMPONENTS ORDERING CODE 602 J XXX 99 YYY

(630)PERPENDICULAR

(17MM HIGHER THAN THE BACK)
OPTION: CONNECTION AT “C” COD. 770 214 096 FOR SIDE-BY-SIDE MODULES

MOTORIZED HEAD

1) 760 070 048 S96
CENTRAL PALLET SUPPORT
2) 760 070 010 S96
BRACKET KIT UNIT FOR PERPENDICULAR LINES
3) TOP COVER PERPENDICULAR HEAD

-

(640JELEVATOR/CURVE UNITS

TOP COVER ELEVATOR HEAD

MOTORIZED HEAD

760 070 006 S96
LATERAL PALLET SUPPORT

CHAPTER 4 LV TECHNICAL CATALOG 21



LAMMAS

AUTOMATION COMPONENTS

SISTEMAS LV
GEARMOTORS
ORDERING CODE

CODE

603 JJ 1299 YYY

CODE z ASSEMBLING OF GEARMOTOR
0 ON LINE MODULE
9 ON TRANSFER UNIT

CODE JJ CHAIN SPEED (m/min)
02 4.5
12 6
22 9
32 12
42 15
52 18

CODE TYPE OF

YYY GEARMOTOR
BNF BONFIGLIOLI
SEW SEW EURODRIVE
HYD HYDROMEC

MTV MOTOVARIO

RSS ROSSI

SIT SITI

ST™M ST™M

NOTE:

THE DIMENSIONS ARE APPROXIMATED.

THE DIMENSIONS HAS TO BE CHECKED IN BASE OF THE GEARMOTORS BRAND.

22
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'L_AM.ME SISTEMAS LV
AUTOMATION COMPONENTS TYPES OF TRANSFER UNITS

NOTE: THE LIFTING OF PALLET OCCURS THANKS DOUBLE EFFECT PNEUMATIC
CYLINDER :

-BORE 50 MM STROKE 25 MM FOR LINES 250 E 350

- BORE 100 MM STROKE 25 MM FOR LINES 400/450/600/700.

TRANSFER UNIT

MOTORIZED BIDIRECTIONAL TRANSFER UNIT

—

BIDIRECTIONAL TRANSFER UNIT FOR BAY

NOTE: THE BIDIRECTIONAL TRANSFER UNIT FOR BAY IS USED IN
BIDIRECTIONAL LINES AND HE CAN KEEP THE MOTION OF THE CHAIN
USING A MECHANICAL GEAR AVOIDING TO ADD A GEARMOTOR.

CHAPTER 6 LV TECHNICAL CATALOG 23



LAMMAS

AUTOMATION COMPONENTS

SISTEMAS LV
TYPES OF TRANSFER UNITS

BY-PASS

OPTION: CENTERING PALLET GROUP FOR TRANSFER UNIT

ASSEMBLY TRANSFER UNIT WITH CENTERING

(IT INCLUDED TWO CENTERING PINS)

CENTERING GROUP

(THE CODE INCLUDED ONLY ONE CENTERING

o | oimCanee | o, TSI,
TRANSFER

250 / 455224300

3°0 / 455225300

450 455344200 /

600 455016000 /

WE GUARANTEE CENTERING PALLET WITH £+ 0,1 mm.

PINS)
CE N'II?I,EAI:IE_ETU NIT PALLETU(':\IEH,\_ITE RER
T | o
TRANSFER
250 / 455014400
350 / 455014400
450 455014800 455014200
600 455014800 455014200

NOTE: TO APPLY THE CENTERING ON TRANSFER
UNIT SOME MODIFICATIONS HAS TO BE DONE

ON TRANSFER TOP SIDE .
FOR MORE DETAILS CONTACT LAMMAS
TECHNICAL DEPT.

24

LV TECHNICAL CATALOG

CHAPTER 6




SISTEMAS
LAMM CODE
It_A ﬁ 250/350/400/450/600/700
END TRANSFER UNITS 606 J XXX 90 YYY

CODE J REFERRING TO

TYPE OF LINE:
J LINE J LINE
1 250 4 600
2 350 5 700
3 450 8 400

LEFT

CODE DEFINITION XXX :

CODE DEFINITION YYY :
SEE TAB. 3 PAGE 5

NUMBERS FROM 011 TO 055

011\ PERPENDICULAR TOP-DOWN

NOTE:
ORIGIN LINE 17MM HIGHEST

-
— 0
. N
OPTION:
N°1 SENSOR KIT (706 X01 190 S96)
N°1 SENSOR @12 (001415748) —STOP UNIT
CHAPTER 6 LV TECHNICAL CATALOG 25



SISTEMAS
LAMMAS CODE
"—A AS] 250,/350,/400/450/600/700
END TRANSFER UNITS 606 J XXX 90 YYY

CODE J REFERRING TO

TYPE OF LINE:
J LINE J LINE
1 250 4 600
2 350 5 700
3 450 8 400

LEFT

CODE DEFINITION XXX :

CODE DEFINITION YYY :
SEE TAB. 3 PAGE 5

NUMBERS FROM 011 TO 055

012 PERPENDICULAR BOTTOM-UP

NOTE:
ORIGIN LINE 17MM LOWER

RIGHT

| | <=

OPTION:
N°1 SENSOR KIT (706 X01 290 S96)
N°1 SENSOR (12 (001415748) — STOP UNIT

CHAPTER 6
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LAMMAS]

AUTOMATION COMPONENTS

SISTEMAS

250/350/400/450/600/700
END TRANSFER UNITS

CODE

606 J XXX 90 YYY

CODE J REFERRING TO

TYPE OF LINE:
J LINE J LINE
1 250 4 600
2 350 5 700
3 450 8 400

CODE DEFINITION XXX :
NUMBERS FROM 011 TO 055

CODE DEFINITION YYY :
SEE TAB. 3 PAGE 5

LEFT

013 SIDE BY SIDE PARALLEL LINES

<=
=>

RIGHT

=> [

<=

OPTION:
N°1 SENSOR KIT (706 X01 390 S96)
N°1 SENSOR (12 (001415748) — STOP UNIT

CHAPTER 6
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LAMMAS

AUTOMATION COMPONENTS

SISTEMAS

CODE
250/350/400/450/600/700

END TRANSFER UNITS 606 J XXX 90 YYY

CODE J REFERRING TO
TYPE OF LINE:
J LINE J LINE
1 250 4 600
2 350 5 700
3 450 8 400

CODE DEFINITION XXX :
NUMBERS FROM 011 TO 055

CODE DEFINITION YYY :
SEE TAB. 3 PAGE 5

[014) FAR-BETWEEN PARALLEL LINES

LEFT

o

|
!

<=

RIGHT

e

= =

<=

OPTION:
N°1 SENSOR KIT (706 X01 490 S96)
N°1 SENSOR @12 (001415748) — STOP UNIT

CHAPTER 6
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LAMMAS

AUTOMATION COMPONENTS

SISTEMAS
250/350/400/450/600/700
SHUNTING TRANSFER UNIT 606 J XXX 90 YYY

CODE

CODE J REFERRING TO CODE DEFINITION XXX :
TYPE OF LINE: NUMBERS FROM 011 TO 055
J LINE J LINE
) - . 00 CODE DEFINITION YYY :
SEE TAB. 3 PAGE 5
2 350 5 700
3 450 8 400
[021) PERPENDICULAR NoTe
ORIGIN LINE 17MM LOWER

LEFT

=>

=>

RIGHT

i

<=

OPTION:
N°1 SENSOR KIT (706 X02 190 S96)
N°2 SENSOR @12 (001415748) — STOP UNIT

CHAPTER 6
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LAMiMAS)

AUTOMATION COMPONENTS

SISTEMAS

250/350/400/450/600/700
SHUNTING TRANSFER UNIT

CODE

606 J XXX 90 YYY

CODE J REFERRING TO

TYPE OF LINE:
J LINE J LINE
1 250 4 600
2 350 5 700
3 450 8 400

LEFT

CODE DEFINITION XXX :
NUMBERS FROM 011 TO 055

CODE DEFINITION YYY :
SEE TAB. 3 PAGE 5

023 SIDE BY SIDE PARALLEL LINES

- o °

<=
<=

<=

_._-_

<=
<

RIGHT

OPTION:

N°1 SENSOR KIT (706 X02 190 S96)
N°2 SENSOR (12 (001415748) — STOP UNIT

CHAPTER 6
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— — SISTEMAS
CODE
LAMMas) 250/350/400/450/600/700
SHUNTING TRANSFER UNIT 606 J XXX'90 YYY

CODE J REFERRING TO CODE DEFINITION XXX :
TYPE OF LINE: NUMBERS FROM 011 TO 055

LINE

250 CODE DEFINITION YYY :
SEE TAB. 3 PAGE 5

350

450

[024) FAR-BETWEEN PARALLEL LINES

OPTION:
N°1 SENSOR KIT (706 X02 190 S96)
N°2 SENSOR @12 (001415748) — STOP UNIT

CHAPTER 6 LV TECHNICAL CATALOG 31



(LAMMAS]

AUTOMATION COMPONENTS

250/350/400/450/600/700

SISTEMAS CODE

SHUNTING TRANSFER UNIT 606 J XXX'90 YYY

CODE J REFERRING TO

CODE DEFINITION XXX :
NUMBERS FROM 011 TO 055

CODE DEFINITION YYY :
SEE TAB. 3 PAGE 5

TYPE OF LINE:
J LINE J LINE
1 250 4 600
2 350 5 700
3 450 8 400

LEFT

LR

025 BIDIRECTIONAL PERPENDICULAR FOR BAY

NOTE: ORIGIN LINE 17MM LOWER

LR

<= <=

OPTION:
N°1 SENSOR KIT (706 X02 190 S96)
N°3 SENSOR @12 (001415748) — STOP UNIT

NOTE: THE BIDIRECTIONAL TRANSFER UNIT FOR BAY IS
USED IN BIDIRECTIONAL LINES AND HE CAN KEEP THE
MOTION OF THE CHAIN USING A MECHANICAL GEAR
AVOIDING TO ADD A GEARMOTOR.

CHAPTER 6
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SISTEMAS

CODE

SHUNTING TRANSFER UNIT 606 J XXX 90 YYY

(LAMMAS) 250/350/400/450/600/700
AUTOMATION COMPONENTS
CODE J REFERRING TO CODE DEFINITION XXX :
TYPE OF LINE: NUMBERS FROM 011 TO 055
J LINE J LINE
) - . 00 CODE DEFINITION YYY :
SEE TAB. 3 PAGE 5
2 350 5 700
3 450 8 400

YRR

RIGHT @

026 PERPENDICULAR WITH SIDE BY SIDE RETURN

NOTE: ORIGIN LINE 17MM HIGHER

=> =>

<

<4

- I
OPTION:
N°1 SENSOR KIT (706 X02 190 S96)
N°3 SENSOR @12 (001415748) — STOP UNIT
CHAPTER 6 LV TECHNICAL CATALOG 33




SISTEMAS

(LAMMAS] 250,/350/400/450/600/700 cOPE

AUTOMATION COMPONENTS

SHUNTING TRANSFER UNIT 606 J XXX'90 YYY

CODE J REFERRING TO CODE DEFINITION XXX :
P NUMBERS FROM 011 TO 055
J LINE J LINE
1 250 4 600 CODE DEFINITION YYY :
SEE TAB. 3 PAGE 5
2 350 5 700
3 450 8 400 NOTE: gearmotors for transfer unit and

LEFT

by-pass not included. (see chapter 6)

027 BIDIRECTIONAL FAR - BETWEEN PARALLEL LINES

<4

v |t

<=

=> =>

OPTION:
N°1 SENSOR KIT (706 X02 190 S96)
N°3 SENSOR @12 (001415748) — STOP UNIT

CHAPTER 6

LV TECHNICAL CATALOG 34



LAMMaAS]

AUTOMATION COMPONENTS

250/350/400/450/600/700

SISTEMAS

CODE

SHUNTING TRANSFER UNIT 606 J XXX'90 YYY

CODE J REFERRING TO

TYPE OF LINE:
J LINE J LINE
1 250 4 600
2 350 5 700
3 450 8 400

LEFT

<

R

]

CODE DEFINITION XXX :
NUMBERS FROM 011 TO 055

CODE DEFINITION YYY :
SEE TAB. 3 PAGE 5

033 BIDIRECTIONAL PERPENDICULAR

NOTE: gearmotors for transfer unit and
by-pass not included. (see chapter 6)

NOTE: ORIGIN LINE 17MM HIGHER

OPTION:
N°1 SENSOR KIT (706 X02 190 S96)
N°2 SENSOR @12 (001415748) — STOP UNIT

CHAPTER 6
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SISTEMAS
— — CODE
t&ﬁMﬁg} 250/350/400/450/600/700
RETURN TRANSFER UNIT 606 J XXX 90 YYY
CODE J REFERRING TO CODE DEFINITION XXX :
TYPE OF LINE: NUMBERS FROM 011 TO 055
J LINE J LINE
1 50 4 600 CODE DEFINITION YYY :
SEE TAB. 3 PAGE 5
2 350 5 700
3 450 8 400

LEFT

052 PERPENDICULAR

NOTE: ORIGIN LINE 17MM HIGHER

<

<

OPTION:
N°1 SENSOR KIT (706 X02 190 S96)
N°2 SENSOR (12 (001415748) — STOP UNIT

CHAPTER 6
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(LAMiMAS)

AUTOMATION COMPONENTS

SISTEMAS

CODE
250/350/400/450/600/700

RETURN TRANSFER UNIT 606 J XXX 90 YYY

CODE J REFERRING TO

CODE DEFINITION XXX :
NUMBERS FROM 011 TO 055

CODE DEFINITION YYY :

SEE TAB. 3 PAGE 5

TYPE OF LINE:
J LINE J LINE
1 250 4 600
2 350 5 700
3 450 8 400

LEFT

- OT O]

=>

053 SIDE BY SIDE PARALLEL LINES

— Oor V]

=>

=>

RIGHT

—
= =>
—l$r

=>

OPTION:
N°1 SENSOR KIT (706 X02 190 S96)
N°2 SENSOR (12 (001415748) — STOP UNIT

CHAPTER 6
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(LAMiMAS]

AUTOMATION COMPONENTS

SISTEMAS

CODE
250/350/400/450/600/700

RETURN TRANSFER UNIT 606 J XXX 90 YYY

CODE J REFERRING TO

TYPE OF LINE:
J LINE J LINE
1 250 4 600
2 350 5 700
3 450 8 400

LEFT

=>

CODE DEFINITION XXX :
NUMBERS FROM 011 TO 055

CODE DEFINITION YYY :
SEE TAB. 3 PAGE 5

054 FAR-BETWEEN PARALLEL LINES

]

‘II’ RIGHT

—
©
o
OPTION:
N°1 SENSOR KIT (706 X02 190 S96)
N°2 SENSOR (12 (001415748) — STOP UNIT
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LAMMaAS]

AUTOMATION COMPONENTS

SISTEMAS

250/350/400/450/600/700
RETURN TRANSFER UNIT

CODE

606 J XXX 90 YYY

CODE J REFERRING TO

TYPE OF LINE:
J LINE J LINE
1 250 4 600
2 350 5 700
3 450 8 400

LEFT

<=

\

CODE DEFINITION XXX :
NUMBERS FROM 011 TO 055

CODE DEFINITION YYY :
SEE TAB. 3 PAGE 5

<

NOTE: gearmotors for transfer unit and
by-pass not included. (see chapter 6)

055 BIDIRECTIONAL PERPENDICULAR RETURN

NOTE: ORIGIN LINE 17MM HIGHER

o
o
OPTION:
N°1 SENSOR KIT (706 X02 190 S96)
N°3 SENSOR @12 (001415748) — STOP UNIT
CHAPTER 6 LV TECHNICAL CATALOG
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SISTEMAS
-y T CODE
LAMMAS 250/350,/400/450/600/700

AUTOMATION COMPONENTS 623 J 110 ZZ YYY
o
90° CURVE

NOTE: CURVE SUPPORTS, ENTRANCE STOP UNITS (CODE 616 J 01 090 S03) AND CODE J REFERRING TO

EXIT OVERFLOW PLATE (COD. 616 J 00 590 S03) WITH SENSORS TO BE ORDERED TYPE OF LINE:

SEPARATELY (SEE PAGE 26-27).
J LINEA
1 250
2 350
3 450
4 600

i 8 400

CODE DEFINITION ZZ:
00 = CLOCKWISE
01 = COUTERCLOCKWISE

CODE YYY REFERRING TO
GEARMOTOR TYPE
See Tab. 2 page 5

NOTE:
Maximum weight of pallet 50 kg

LINE QUOTEA | QUOTEB | QUOTEC

250 285 717,5 717,5

350 385 857,5 857,5

450 485 1007,5 1007,5

600 635 1232,5 1232,5

400 485 1007,5 1007,5
MIDDLE CURVE SUPPORT CURVE SUPPORT

624 J XXXX C 000 624 J XXXX C 000

XXXX:SUPPORT HEIGHT (mm) XXXX:SUPPORT HEIGHT (mm)
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- ___ SISTEMAS 250/350/400/450/600
CODE
LAM‘MAS 90° CURVE SUPPORTS
FOR UPPER LINE 620C J XXX 88 S96
NOTE: THE ORDERING CODE INCLUDES THE WHOLE EQUIPMENT FOR J = TO USE ONLY FOR 600 LINE

THE CURVE (N. 4 SUPPORTS) FOR LINE 250/350/450
NOTE: THE ORDERING CODE INCLUDES THE WHOLE EQUIPMENT FOR

THE CURVE (N. 5 SUPPORTS) FOR LINE 600 CODEJ
REFERRING TO
TYPE OF LINE:
CODE XXX QUOTE A
J LINE
120 1302
1 250
115 1252
2 350
110 1202
3 450
105 1152
4 600
100 1102
8 400
095 1052
090 1002
085 952
080 902
075 852
070 802
065 752
060 702
055 652 SLIDING PALLET PLATE
050 602 \\M
045 552 Egi |
040 502 oy
035 452
<
030 402
025 352
i
020 302 v
|
EXAMPLE N.1 EXAMPLE N.2
LINE CURVE 250/350/400/450 LINE CURVE 600
WITH HIGH FLOOR 902 MM WITH HIGH FLOOR 902 MM
ORDERING CODE: ORDERING CODE:
CODE XXX CODE | CODE XXX

NOTE: ADJUSTABLE
FEET RANGE +30 - 20
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LAMMAS

AUTOMATION COMPONENTS

SISTEMAS 250/350/400/450/600
90° CURVE SUPPORTS
FOR UPPER AND LOWER LINES

INTERFIL | . A B D E
(0] mm mm mm mm
1 650 652 350 352
2 600 702 300 402
3 120 1302 550 452 250 452
4 500 802 200 502
1 650 602 350 302
2 600 652 300 352
3 115 1252 550 702 250 402
4 500 752 200 452
1 650 552 350 252
2 110 1202 600 602 300 302
3 550 652 250 352
4 500 702 200 402
1 650 502 350 202
2 600 552 300 252
3 105 1152 550 602 250 302
4 500 652 200 352
1 650 452 350 152
2 600 502 300 202
3 100 1102 550 552 250 252
4 500 602 200 302
1 650 402 350 102
2 600 452 300 152
3 095 1052 550 502 250 202
4 500 552 200 252
1 650 352 350 200
2 600 402 300 102
3 090 1002 550 452 250 152
4 500 502 200 202
1 650 302 350 150
2 600 352 300 200
3 085 92 550 402 250 102
4 500 452 200 152
1 650 252 350 100
2 600 302 300 150
3 080 902 550 352 250 200
4 500 402 200 102
1 650 202 350 50
2 600 252 300 100
3 075 852 550 302 250 150
4 500 352 200 20
/ 650 / / /
2 600 202 300 50
3 070 802 550 252 250 100
4 500 302 200 150
/ 650 / / /
/ 600 / / /
3 065 752 550 252 250 100
4 500 202 200 50
/ 650 / / /
/ 600 / / /

060 702
/ 550 / / /
4 500 202 200 50

300

CODE
620C J XXX 89 S96
J > TO USE ONLY FOR 600 LINE
CODEJ
REFERRING TO
TYPE OF LINE:
J LINE
1 250
2 350
8 400
3 450
4 600
EXAMPLE N.1
LINE CURVE 250/350/400/450
WITH HIGH FLOOR 902 MM
ORDERING CODE:
620C 080 89596
CODE XXX
EXAMPLE N.2
LINE CURVE 600
WITH HIGH FLOOR 902 MM
ORDERING CODE:
620C 4 030 89596
QUOTE A
/f ik\\\\ (mm)
CODE | CODE XXX 1 650
2 600
3 550
4 500

SLINDING PALLET PLATE

<

‘=
NOTE: @
ADJUSTABLE FEET RANGE w Y
+30-20
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LAMMAS) SISTEMAS LV e

AUTOMATION COMPONENTS WORKING STATIONS 612 J XXX 90 SO3
CODE J REFERIING TO
TYPE OF LINE:
020 |WITH STOP UNIT AND COUNTERSTOP J LINE J LINE

[EEN

250 4 600

N

OPTIONAL: 350 | 5 | 700

N° 1 SENSOR KIT (712X020090S96)

w

450 8 400

1) 673 000 003 SO3 N°1 STOP UNIT
2) 760 074 004 N°1 COUNTERSTOP

LINEA QUOTAA | QUOTAB
250 139 169
350 189 219
450 238 269
600 314 344
700 308 344
400

030 | WITHENTRY STOP UNIT +
COUNTERSTOP AND STOP UNIT IN STATION

OPTIONAL:
N° 1 SENSOR KIT (712X030090S96)

1) 673 000 003 SO3 — N°1 SPACER TYPE 011

2) 760 074 004 —N°1 COUNTERSTOP

LINEA QUOTAA | QUOTAB
250 228 169
350 278 219
450 328 269
600 403 344
700 403 344
400
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SISTEMAS

— T CODE
LAMMAS 250/350/400/450/600/700
AUTOMATION COMPONENTS INDEX UNITS 612 J XXX 90 YYY

CODE J REFERRING TO LINE 250 INDEX PALLET OCCURS THANKS TO A DOUBLE EFFECT PNEUMATIC CYLINDER , WITH
TYPE OF LINE: BORE:
LIFTING HEIGHT
| LINEA CODE FROM CHAIN LEVEL 2 (mm) - (@50 FOR LINE 250 - @100 FOR LINE 450/600/700
XXX () - (63 FOR LINE 350/400
1 250
051 16 243
N . LINE 350 LINE 450/600/700
052 41 268
3 450 CODE LIFTING HEIGHT CODE LIFTING HEIGHT 7
FROM CHAIN LEVEL Z (mm) FROM CHAIN LEVEL
053 71 298 XXX XXX (mm)
4 600 (mm) (mm)
054 91 318
5 700 051 16 258 051 16 290
055 116 343
8 400 052 4 283 052 41 315
056 151 378
053 71 313 053 71 345
057 191 418
054 91 333 054 91 365
058 4 231
055 116 358 055 116 390
CYLINDER CYLINDER 056 141 383 056 151 425
S TYPE S TYPE
057 151 393 057 191 465
S03 CAMOZZI UNV UNIVER
058 241 483 058 241 515
FST FESTO SMC SMC
071 4 246 065 4 280
FESTO with SMC with
FKp clamp unit SKP clamp unit 079 191 433 066 141 415
TOP COVER \

v

COD: 760070018596 > LINE 250
COD: 760070074 - LINE 350
COD: 760070016 —>LINE 450

[
»

- NI |

I )

v

COD: 760070257 -> LINE 600/700

Z = HIGH DIMENSIONS FROM CHAIN LEVEL

1) 673 000 003 SO3 - N° 2 STOP UNITS
2) 660074004 - N° 1 COUNTERSTOP + THICKNESS

OPTIONAL:
N° 1 SENSOR KIT (712 X05 190 S96)
N° 1 SUPPORT COUPLE (SHELF)

WE GUARANTEE CENTERING PALLET WITH 0,1 mm.
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o SISTEMAS
LAM‘MAS 250/350/400/450/600/700
INDEX UNITS

1) 773 000 003 SO3 - N° 2 STOP UNITS
2) 760074004 - N° 1 COUNTERSTOP + THICKNESS
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LAMMAS

AUTOMATION COMPONENTS

SISTEMAS 250/350/400/450/600/700
NOT REVERSIBLE INDEX UNITS
ORDERING CODE

CODE J REFERRING STOKE (LIFTING HEIGHT FROM CHAIN LEVEL mm)
TO TYPE OF LINE:

XXX LIFTING HEIGHT FROM CHAIN

LEVEL (mm)

J LINE

165 4
1 250
) 350 Index Pallet occurs thanks to a double effect pneumatic cylinder, with bore

500 line 250 63@ line 350-450, @100 for line 600 and 700.

3 450
4 600
5 700
8 400

PALLET ENTRY SIDE

—_—

CYLINDER

/ PRESS FORCE

| MECHANICAL REACTION

OPTIONALS:
N° 1 Sensor kit (712X051

90596)

WE GUARANTEE CENTERING PALLET WITH £ 0,1 mm.

WE GUARANTEE SUPPORT UP TO 60/80 KN.

CODE
612 J XXX 90 YYY

CYLINDER

i TYPE

S03 CAMOZZI

FST FESTO

FKP FESTO wi_th
clamp unit

UNV UNIVER

SMC SMC

SKp SMC with_
clamp unit

CHAPTER 9
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LAMMAS

AUTOMATION COMPONENTS

SISTEMAS 250/350/400/450/600/700
NOT REVERSIBLE INDEX UNITS

ORDERING CODE

1) 773 000 003 SO3 - N° 2 STOP UNITS
2) 760074004 - N° 1 COUNTERSTOP + THICKNESS

LINE QUOTEA | QUOTEB QUOTE C

250 285 228,5 168,5

350 385 278,5 218,5

450 485 328 269

600 635 403,5 344

700 735 456 394
STOP UNIT

/

COUNTERSTOP

INDEX PALLET UNITS MUST BE CONNECTED TO YOUR SUPPORT BANK.

CHAPTER 9
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LAMMAs

AUTOMATION COMPONENTS

SISTEMAS 250/350/400/450/600/700
INDEX PALLET

PALLET CYCLE TIMES

PALLET REPLACE TIMES IN SECONDS

__Speed (m/min) 4,5 6 9 | 12 15 18

LINEA SISTEMAS 250 6,3 5,0 3,6 30 2,6 2,3

LINEA SISTEMAS 350 7,6 6,0 4,3 35 3,0 2,7

LINEA SISTEMAS 400 8,3 6,5 4,6 3,7 3,2 2,8

LINEA SISTEMAS 450 9,0 7,0 5,0 40 34 3,0

LINEA SISTEMAS 600 11,0 8,5 6,0 43 4,0 3,5

LINEA SISTEMAS 700 12,3 9,5 6,7 5.3 44 3,8

NOTE:

The times of index pallet not included.

It is to check following the cylinder stroke.

ESTIMATED LIFTING TIMES IN SECONDS

| Lifting stroke (mm) 4 16 41 | 7 91 116 141 151 191 241
[LINEA SISTEMAS 250 0,5 0,7 0,9 12 14 1,7 1,9 2,0 24 2,9
[LINEA SISTEMAS 350 0,5 0,7 1,0 13 1,5 1,8 2,1 2,2 2,6 3,2
[LINEA SISTEMAS 400 0,6 0,7 1,0 14 Vi 2,0 2,4 2,5 30 3,7
|LINEA SISTEMAS 450 0,6 0,7 1,0 14 1,7 2,0 24 2,5 3.0 3,7
[LINEA SISTEMAS 600 0,6 0,8 1,2 1,7 2,0 24 2,9 3,0 3,7 4,5
[LINEA SISTEMAS 700 0,6 0,8 1,2 1,7 2,0 24 2,9 3,0 3,7 4,5
NOTE:

The times of Index pallet can change with pallet weight.
It is uses pneumatic system with pressure of 6 bar

CHAPTER 9
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SISTEMAS

AUTOMATION COMPONENTS

ROTARY TABLES UNITS

LAMMAS)  ,50/350/200/450/600/700

CODE

612 J XXX 90 YYY

INDEX PALLET OCCURS THANKS TO 2 DOUBLE EFFECT PNEUMATIC CYLINDERS BORE @40 STROKE
25MM, THE ROTATION OCCURS THANKS ROTARY CYLINDER BORE (32 FOR 250/ 350 LINE AND
@80 STROKE 25mm FOR 400/450/600/700 LINES.

CYLINDER CYLINDER
R TYPE R TYPE
S03 CAMOZZI UNV UNIVER
FST FESTO SMC SMC
FKP FESTO wiFh Skp SMC with.
clamp unit clamp unit

CODE J REFERRING TO

KIND ROTARY TABLES

TYPE OF LINE:
XXX KIND
J LINEA
60 MANUAL 90°+90°
! 250 INDEX AND ROTATE
2 30 61 90° INDEX AND
3 450 ROTATE
4 600 62 180 “INDEX AND
ROTATE
5 700
8 400

1) 673 000 003 SO3 - N° 2 STOP UNITS
2) 660074004 - N° 1 COUNTERSTOP + THICKNESS

OPTIONALS:
N. 1 SENSOR KIT (712 X06 090 S96)
N. 2 SHOCK ABSORBERS

WE GUARANTEE CENTERING PALLET WITH £ 0,1 mm.

v

COD: 760070018596 > LINE 250
COD: 760070074 > LINE 350
COD: 760070016  —>LINE 450

v

COD: 760070257 -> LINE 600/700

TOP COVER
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CODE

XXX 00 YYY

LAMMAS|  SISTEMAS 250/350/400/450/600/700
automation components  ELECTRICAL ROTARY TABLES LIGHT UNITS | 613 J
CODE J REFERRING CODE XXX REFERRING TO vy CYLINDER Yy CYLINDER
TO TYPE OF LINE: ROTATION ANGLE: TYPE TYPE
J LINEA XXX ANGLE S03 CAMOZZI UNV UNIVER
1 250 030 30° FST FESTO SMC SMC
2 350 090 90° FKP FESTO Wi.th SKp SMC With.

clamp unit clamp unit

3 450 180 180°
4 600 270 270°
5 700
8 400

INDEX PALLET OCCURS THANKS TO 2 DOUBLE EFFECT PNEUMATIC CYLINDERS BORE @80 STROKE 25MM.
THE ROTATION OCCURS THANKS ELECTRICAL ROTARY TABLE WITH STANDARD MOTOR OF 0,09 KW (LIGHT)
THESE UNITS ALLOW ALL DIFFERENTS ROTATIONS.

GEARMOTOR

1) 673 000 003 SO3 - N° 2 STOP UNITS
2) 660074004 - N° 1 COUNTERSTOP + THICKNESS

OPTIONAL:

N. 1 SENSOR KIT (712 X06 190 S96)

WE GUARANTEE CENTERING PALLET WITH = 0,1 mm.

TOP COVER
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SISTEMAS LV
PNEUMATIC LIFTER

CODE

LAMMAS

AUTOMATION COMPONENTS

614 ] XXX 90 YYY

WITH COMPACT SHUTTLE

J CODE REFERRING TO CODE XXX H min STROKE YYY CYLINDER TYPE
THE LINE (mm) (mm)
S03 CAMOZZI
J LINEA 165 250 600
FST FESTO
1 250 160 250 500
FKP FESTO with clamp unit
2 350 155 250 400
UNV UNIVER
150 250 300
SMC SMC
SKP SMC with clamp unit

NOTE:

VERTICAL STROKE FROM 300 TO 600 mm MADE BY DOUBLE EFFECT CYLINDER @63 mm FOR SISTEMAS

250/350.

FALL PROTECTION: ON THE LIFTER > PNEUMATIC BRAKES ON LINEAR GUIDEWAYS.

OPTIONALS: N° 1 SENSOR KIT WITH CABLE CHANNEL

(714 X00 060 S96)

i

MAXIMUM LIFTING 50 KG (PLATE + LOAD

PALLET PLATE
(NOT INCLUDED)

GEARMOTORS NOT INCLUDED IN THE
LIFTER CODE. (SEE CHAPTER 6).

WEIGHT)
550
LINE | QUOTEA
250 260
350 360

51
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LAMMAS| SISTEMAS LV 250/350

AUTOMATION COMPONENTS

PNEUMATIC SINGLE PALLET LIFTER

CODE

614 J XXX 90 YYY

J CODE REFERRING TO THE CODE XXX H min STROKE YYY CYLINDER TYPE
LINE (mm) (mm)
S03 CAMOZZI
J LINEA 065 250 600
FST FESTO
1 250 060 250 500
FKP FESTO with clamp unit
2 350 055 250 400
UNV UNIVER
050 250 300
SMC SMC
SKP SMC with clamp unit
NOT INCLUDED IN THE LIFTER UNIT CODE:
* ENTRY STOP COD. 673000003503 (SEE CHAPTER 7)
* EXIT SAFETY COUNTERSTOP COD. 616J00190S03 + PALLET READER LINEA QUOTA A QUOTA B
717110099596 550 585 646
GEARMOTORS NOT INCLUDED IN THE LIFTER UNIT CODE. (SEE CHAPTER 5). 350 385 746

OPTIONALS:
N° 1 SENSOR KIT WITH CABLE CHANNEL (714X00060S96)

TOP LEVEL

BOTTOM LEVEL

MAXIMUM LIFTING 50 KG (PLATE + LOAD WEIGHT)

i)

NOTE:

VERTICAL STROKE (300/600 MM) MADE BY DOUBLE EFFECT CYLINDER @63 MM FOR SISTEMAS 250/350.

FALL PROTECTION:
ON THE LIFTER UNIT - PNEUMATIC BRAKES ON LINEAR GUIDEWAYS.
ENTRY/EXIT PALLET -> GEARMOTOR + STOPS/COUNTERSTOP.
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LAMMAS

AUTOMATION COMPONENTS

SISTEMAS LV 400/450/600/700
PNEUMATIC SINGLE PALLET LIFTER

CODE

614 J XXX 90 YYY

J CODE REFERRING TO H min STROKE CYLINDER
Yy
THE LINE CODE XXX (mm) (mm) TYPE
J LINEA 065 250 600 s03 | camozzl
3 450 060 250 500 FST | FESTO
4 600 055 250 400 cp | FESTOwith
clamp unit
5 700 050 250 300
UNV | UNIVER
8 400
SMC | sMmC
NOT INCLUDED IN THE LIFTER CODE: - ENTRY STOP CODE 673000003503 op | SMCwith
«  EXIT SAFETY COUNTER-STOP CODE 616 J 001 90 SO3 + PALLET READER 717 110 099 596 clamp unit
NOTE:
VERTICAL STROKE (300/600 MM) MADE BY DOUBLE EFFECT CYLINDER @ 80
MM FOR SISTEMAS 400/450/600/700.
FALL PROTECTION: ON THE LIFTER >PNEUMATIC BRAKES ON LINEAR
GUIDEWAYS. LINEA | QUOTA A
ENTRY/EXIT PALLET > GEARMOTOR + STOPS /COUNTERSTOP.
GEARMOTORS NOT INCLUDED IN THE LIFTER CODE. (SEE CHAPTER 6). 450 485
OPTIONALS: N° 1 SENSOR KIT WITH CABLE CHANNEL (714 X00 060 S96) 600 635
700 735
& MAXIMUM LIFTING 50 KG (PLATE + LOAD WEIGHT) 200 139
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LAMMAS]

AUTOMATION COMPONENTS

SISTEMAS LV
SINGLE LEG

CODE J REFERRING TO

XXXXX = Support height (mm)

UPIE 17 = (YOU CAN CHOOSE SUPPORT HEIGHT THAT
J LINE J LINE YOU NEED).
1 250 4 600
2 350 5 700
3 450 8 400

EXAMPLE: 620 1 0902 1000 ->
SINGLE SUPPORT LINE 250 HEIGHT 902 mm
EXAMPLE: 620 3 0756 1000 ->
SINGLE SUPPORT LINE 450 HEIGHT 756 mm

@6.5N° 4

CODE

620 J XXXX' 1000
LINEA QUOTE B
250 285
350 385
450 485
600 635
700 735
400 439

PALLET SLIDING PLANE

=

=)}

u

=

ﬁ'j
11

NOTE:
ADJUSTING HEIGHT RANGE
OF THE FOOT +30-20 MM

CHAPTER 12
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T A AC) SISTEMAS LV
LAMMAS
AUTOMATION COMPﬁENTS DOUBLE LEVEL LEG

CODE

620 J XXXXTYYY

XXXXX = Support height (mm)
(YOU CAN CHOOSE SUPPORT HEIGHT THAT YOU NEED).

EXAMPLE: 620 10902 |1 600 ->
DOUBLE LEVEL SUPPORT LINE HEIGHT 902 mm, INTERWIRE 600 mm
EXAMPLE: 620 3 07521540 ->
DOUBLE LEVEL SUPPORT LINE HEIGHT 752 mm, INTERWIRE 540 mm

@6.5N° 4

LINEA

QUOTE F

250

285

350

385

450

485

600

635

700

735

400

439

PALLET SLIDING PLANE

@6.5 N4

NOTE:
ADJUSTING HEIGHT RANGE OF
THE FOOT +30-20 MM
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LAMMAS

SISTEMAS LV

AUTOMATION COMPONENTS SIDE BY SIDE SINGLE LEVEL LEG

CODE

620 J XXXX A 000

CODE J REFERRING TO

XXXXX = Support height (mm)

TYPE OF LINE: (YOU CAN CHOOSE SUPPORT HEIGHT THAT

J LINE J LINE || YOU NEED).
1 250 4 600
2 350 5 700
3 450 8 400

EXAMPLE: 620 1 0902 A 000 ->

SIDE BY SIDE SINGLE LEVEL SUPPORT LINE 250 HEIGHT 902 mm

EXAMPLE: 620 3 0756 A 000 ->

SIDE BY SIDE SINGLE LEVEL SUPPORT LINE 450 HEIGHT 756 mm

@6.5N° 4
M| : —
—-—E— ;o F _45 F
| “ i 53 s "
]r_ m : :;._._._“ ﬁ E
@
i
21 L M | '_= H L 21
& <
gL
A o
85
NOT SUPPLYED FOR 250,350 LINES.
LINE QUOTE F QUOTE G QUOTE H
250 285 705 243
350 385 905 343
450 485 1105 443
600 635 1405 593
NOTE: 700 735 1605 693
ADJUSTING HEIGHT RANGE OF THE 400 439
FOOT +30-20 MM
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FAMME] SISTEMAS LV

CODE

AUTOMATION COMPONENTS S|DE BY S|DE DOUBLE LE\/EL LEG 620 ] XXXX AYYY

CODE J REFERRING TO XXXXX = Support height (mm)
TYPE OF LINE: (YOU CAN CHOOSE SUPPORT HEIGHT THAT YOU NEED).
J LINE J LINE
1 250 4 600
2 350 5 700
3 450 8 400

EXAMPLE: 620 1 0902 A 600 ->
SIDE BY SIDE DOUBLE LEVEL SUPPORT LINE 250 HEIGHT 902 mm INTERWIRE 600 mm
EXAMPLE: 620 3 0756 A 450 ->
SIDE BY SIDE DOUBLE LEVEL SUPPORT LINE 450 HEIGHT 756 mm INTERWIRE 450 mm

@6.5N° 4

INTERWIRE
G
85 F 45 F
65
n° 4 Fori #6.5 - 43 45
Nl | | —|
wal [ f ‘ |
' i ! i )
' ; i :
aa @
o i PALLET
u ! SLIDING
| PLANE g
| ' [~
! i i |
| i
| B | < i =
a4 |7 | o P | \ w
8_j i p:4 i h:4
LINE QUOTE F QUOTE G QUOTE H
250 285 705 243
350 385 905 343
MINIMAL B QUOTE=350 MM 450 485 1105 443
600 635 1405 593
NOTE:
ADJUSTING HEIGHT RANGE 700 735 1605 693
OF THE FOOT +30-20 MM 400 439
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LAMMAS SISTEMAS LV ACCESSORIES
AUTOMATION COMPONENTS STOP U N |TS AN D H EA DS

STOP UNIT COMPOSITION NOTE: STEM MOTION (UP/DOWN MOTION)

IS DRIVEN BY A SIMPLE EFFECT CYLINDER
WITH SPRING RETURN; BORE 14 MM STROKE
15 mm.

NOTE:
THIS MOVEMENT CAN BE SENSED BY
MAGNETIC SENSOR..

NOTE: SENSOR NOT INCLUDED.

AMORTIZED STOP UNIT
PALLET WEIGHT WITH WITHOUT
(Kg) STEM EXTRACTION STEM EXTRACTION
<50 Kg 673 000 003 SO3 673 000 004 SO3
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T A AC SISTEMAS LV ACCESSORIES
S
AULTOﬁAWCOMPﬁENTS STOP UNITS
ACCESSORIES DRAWING NOTE

COUNTERSTOP
COD. 660074004

USED TO STOP PALLET.

COUNTERSTOP 180°
COD. 760074011

COUNTESTOP 180° TURNED

COUNTERSTOP WITH ROLLER
COD. 455196600

USED WITH ALUMINUM PALLET
PLATE, IN ORDER TO NOT CREATE
DAMAGE ON IT.

COUNTERSTOP 180° WITH
ROLLER
COD. 455196610

COUNTESTOP 180° TURNED,
USED WITH ALUMINUM PALLET
PLATE, IN ORDER TO NOT CREATE
DAMAGE ON IT.

BIDIRECTIONAL STOP UNIT
WITH ROLLER
COD. 773000036503

USED WITH ALUMINUM PALLET
PLATE, IN ORDER TO NOT CREATE
DAMAGE ON IT.

HEAD KIT: 455196750

FIXED EXTERNAL STOP
COD. 715040099596

USED ONLY FOR LIGHT WEIGHT.

OPTIONALS:
1 SENSOR @12 (001417748)
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SISTEMAS LV ACCESSORIES
STOP UNITS

ACCESSORIES

DRAWING NOTE

LIGHT BOLT
COD. 760073028

USED IN ELEVATOR FOR
WEIGHT < 40 Kg

ROLLAWAY EXTERNAL STOP UNIT

COD. 455071000 UNIVER CYLINDER
COD. 455071100 FESTO CYLINDER

OPTIONALS:
2 SENSORS @12 (001415748)
1 SHOCK ABSORBER

EXTERNAL STOP WITH CYLINDER

NOTE: BESPOKE MACHINING TO BE DONE ON THE HEAD PLATES IN
CASE OF APPLICATION OF THIS KIND OF STOP ON TRANSFER UNITS.

NOTE: FOR THIS APPLICATION
CONTACT LAMMAS TECHNICAL DEPT.
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SISTEMAS LV ACCESSORIES

NUTS

ACCESSORIES

DRAWING

NOTE

T-NUT

COD. 770111001 M6 HOLE
COD. 770111078 M5 HOLE
COD. 770111077 M4 HOLE

USED TO FIX ACCESSORIES TO
LAMMAS PROFILE.

INTRAMODULAR NUT
COD. 78000 190 S96 KIT
COD. 770111002

USED TO JOIN LAMMAS PROFILE.

ZINC COATED INSERT
COD. 770323001

APPLIED ON FEET.

PALLET SUPPORT
COD. 760070006596

USED TO DRIVE PALLET.

NUT OVER PLATE KIT

COD. 760070266

FOR WEIGHT < 50 Kg (POLYDUR)
COD. 760070267

FOR WEIGHT > 50 Kg (IRON)

USED TO SCREW PLATE IN ORDER
TO NOT CREATE MALFUCTIONS
OF ACCESSORIES.

PLASTIC GUIDE
COD. 006312003

USED TO GUIDE LAMMAS CHAIN
ON LINE MODULES.

AVAILABLE IN METERS

CENTRAL PALLET SUPPORT
COD. 760070048596

USED ON PERPENDICULAR
MOTORIZED/TIGHTENER HEADS.
USED TO TRANSFER PALLET IN
PERPENDICULAR LINE.

WASHER @35 mm d.5 mm
COD. 455078482

USED IN MOTORIZED HEADS
AND OTHER APPLICATIONS.
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SISTEMAS LV ACCESSORIES
NUTS

ACCESSORIES

DRAWING NOTE

NUT FIXING STEEL ROD
COD. 770111138

USED TO FIX GUIDES ON LINE
MODULES.

CENTERING INDEX PALLET
COD. 770116043

CENTERING INDEX & ROTATION
COD. 770116039

USED TO CENTER PALLET ON
‘ INDEX PALLET UNITS.

USED TO CENTER PALLET ON
INDEX AND ROTATION UNITS.

SUPPORT INDEX PALLET
COD. 770124045

USED TO SUPPORT PALLET ON
INDEX PALLET UNITS.

SUPPORT INDEX & ROTATION
COD. 770124043

USED TO SUPPORT PALLET ON
INDEX AND ROTATION UNITS.
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SISTEMAS LV ACCESSORIES
SENSORS AND SUPPORTS

ACCESSORIES

DRAWING

NOTE

SENSOR @12
COD. 001415748

USED TO READ THE POSITION OF
STOP UNIT OR OTHER DEVICES.

SENSOR @18
COD. 001417748

USED TO READ PALLET POSITION.

MAGNETIC SENSOR
COD. 000960112

USED TO READ THE POSITION OF
STOP UNIT OR OTHER DEVICES.

SENSOR SUPPORT @12
COD. 001402312

USED TO HOLD SENSOR @12.

SENSOR SUPPORT @18
COD.

USED TO HOLD SENSOR @18.

SENSOR SUPPORT 18 FOR
SPACER
COD. 717110099596

USED TO HOLD SENSOR @18 IN
ORDER TO READ THE PALLET
POSITION.

SENSOR BUSH
COD. 770117006

ASSEMBLES WITH SENSOR @12.

THICKNESS FOR
COUNTERSTOP

USED WITH COUNTERSTOP ON

LINE.

CHAPTER 14

LV TECHNICAL CATALOG

63



LAMMAS

AUTOMATION COMPONENTS

SISTEMAS LV ACCESSORIES
BRACKETS

ACCESSORIES

DRAWING NOTE

STOP UNIT BRACKET
COD. 760015011596 KIT
COD. 770213223

USED TO FIX STOP ON
MOTORIZED/CHAIN-TIGHTENER
HEADS.

BRACKET FIXING FLOOR

USED TO FIX LEGS TO THE

COD. 760070169 KIT FLOOR.
COD. 770142310
PROFILES CONNECTION USED TO CONNECT 60X80

BRACKET
COD. 760070176 KIT
COD. 770142220

LAMMAS FROFILES.

PROFILE CONNECTION
BRACKET (SMALL)
COD. 760070094 KIT
COD. 770142091

USED TO CONNECT
LIGHT LAMMAS FROFILES.

PROFILE CONNECTION
BRACKET (BIG)

COD. 760070098 KIT
COD. 770142209

USED TO CONNECT LAMMAS
PROFILES.
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SISTEMAS LV ACCESSORIES

BRACKETS

ACCESSORIES

DRAWING

NOTE

PERPENDICULAR BRACKET
COD. 760070010596 KIT

USED TO CONNECTS
PERPENDICULAR LINE MODULES.

W63 BONFIGLIOLI
ANTIROTATION BRACKET
COD. 760070172 KIT
COD. 770214107

USED TO AVOID ROTATION OF
BONFIGLIOLI GEARMOTOR.

SA47 SEW ANTIROTATION

i
“
|

USED TO AVOID ROTATION OF

BRACKET SEW GEARMOTOR.
COD. 760070173 KIT

COD. 770214109

SUPPORT STATION UNITS USED TO SUPPORT

250/350/400/450

250/350/400/450 INDEX PALLET
UNITS OR INDEX AND ROTATION
UNITS ON LINE.

SUPPORT STATION UNITS
600/700

USED TO SUPPORT 600/700
INDEX PALLET UNITS OR INDEX
AND ROTATION UNITS ON LINE.

C BRACKET
COD. 760070210 KIT
COD. 770214096

™S
%

USED TO JOIN TWO SIDE LINE
MODULES.
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SISTEMAS LV ACCESSORIES
COVERS

ACCESSORIES

DRAWING NOTE

COVER HEAD

COD. 760136001596 (250 LINE)
COD. 760236001596 (350 LINE)
COD. 760336001596 (450 LINE)
COD. 760436001596 (600 LINE)
COD. 760536001596 (700 LINE)

USED TO COVER
MOTORIZED/CHAIN TIGHTENER
HEADS.

66

LV TECHNICAL CATALOG CHAPTER13



LAMMAS

AUTOMATION COMPONENTS

SISTEMAS LV ACCESSORIES

ACCESSORIES

ACCESSORIES

DRAWING

NOTE

OIL COLLECTION CUP
COD. 760070122 KIT
COD. 770201275

APPLIED UNDER
MOTORIZED/CHAIN TIGHTENER
HEAD AND IN JUNCTION OF LINE
MODULE.

CHAIN RETAINER
COD. 780 000290596 KIT
COD. 770102001

USED TO SUPPORT CHAIN.

TENSIONING DEVICE
(COUPLE)
COD. 760025142

USED TO TENSION CHAIN.
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SISTEMAS LV ACCESSORIES
ACCESSORIES

ACCESSORIES

DRAWING NOTE

AUTOMATIC
LUBRIFICATION KIT
COD. 455386600

T i

USED TO LUBRIFICATE LAMMAS
CHAINS.

CENTERING UNIT
COD: 455014800 (450 LINE)
COD: 455014800 (600 LINE)

USED TO CENTRE PALLET ON THE
CHAIN OF THE TRANSFER.

CENTERING UNIT
COD: 455014400
COD: 455014400
COD: 455014200
COD: 455014200

250 LINE
350 LINE
450 LINE
600 LINE

—_ e~~~ —
_— — — ~—

USED TO CENTRE PALLET ON THE
CHAIN OF THE LINE.
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SISTEMAS LV ACCESSORIES

ACCESSORIES

ACCESSORIES

DRAWING

NOTE

MOTORIZED HEAD PROFILE
(WITH HOLE)
COD. 760031003596

USED IN MOTORIZED HEADS.

MOTORIZED HEAD PROFILE
(WITHOUT HOLE)
COD. 760031001596

USED IN MOTORIZED HEADS.

CHAIN TIGHTENER HEAD
PROFILE
COD. 760031004

USED IN CHAIN TIGHTENER
HEADS.
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SISTEMAS LV ACCESSORIES
ACCESSORIES

ACCESSORIES

DRAWING NOTE

PLASTIC FOOT
COD. 000910187

USED TO SUPPORT LINE
MODULES.

IT IS STANDAR FOOT.

@ 50mm.
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SISTEMAS LV ACCESSORIES
LAMMAS PROFILES

ACCESSORIES

DRAWING

NOTE

BASIC LAMMAS PROFILE
COD. 006310421

WEIGHT: 4 Kg/m

BASIC LAMMAS PROFILE FOR
LIGHT LINE.

LAMMAS COVER
COD. 006310441

LATERAL COVER FOR LINE
MODULES.

60X80 PROFILE
COD. 006310651

WEIGHT: 5,2 Kg/m

60X80 PROFILE CAP
COD. 770201239

LEG PROFILE
COD. 006310431

WEIGHT: 2,5 Kg/m

LEG PROFILE CAP
COD. 770144075

45X45 PROFILE
COD. 006316621

WEIGHT: 1,65 Kg/m

45

45X45 PROFILE CAP
COD.770144099

STOP UNIT PROFILE
COD. 00

USED IN STOP UNIT.
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SISTEMAS LV ACCESSORIES

LAMMAS PROFILES

ACCESSORIES

DRAWING

NOTE

120X80 LIGHT PROFILE
COD. 006310371

WEIGHT: 7,71 Kg/m

120X80 PROFILE CAP
COD. 760070276 KIT
COD. 770201244

200X100 PROFILE
COD. 006310391

WEIGHT: 12,3 Kg/m

ST

IT IS STRONG LAMMAS PROFILE.
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L—AM‘MA—S SISTEMAS LV ACCESSORIES

CHAINS

KIND OF CHAIN

DRAWING

5/8" CHAIN WITH DOUBLE IDLE ROLLER
PACK OF 5 mt OF CHAIN COMPLETE OF CONNECTING LINK

STEEL CHAIN S17
Code 006370050
Code 006370060 CONNECTING LINK

STAINLESS STEEL CHAIN INX
Code 006370050-NX
Code 006370072-NX CONNECTING LINK

~ - P—PITCH=5/8"-15.875mm
M —LINK=31.75mm

5/8" CHAIN WITH PLASTIC DOUBLE IDLE ROLLER
PACK OF 5 mt OF CHAIN COMPLETE OF CONNECTING LINK

STEEL CHAIN RAC
Code 006370050-R
Code 006370060-R CONNECTING LINK

STAINLESS STEEL CHAIN
Code 006370050-RNX
Code 006370060-RNX CONNECTING LINK

v P—PITCH=5/8"—-15.875mm
M —LINK=31.75mm

5/8" SILENT CHAIN WITH STEEL PLATES
PACK OF 5 mt OF CHAIN COMPLETE OF CONNECTING LINK

STEEL CHAIN SSP
Code 006370055
Code 006370060 CONNECTING LINK

P—PITCH=5/8"-15.875mm
M —LINK=31.75mm
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SISTEMAS LV ACCESSORIES

CHAINS

KIND OF CHAIN

DRAWING

5/8" ROLLER CHAIN WITH VULCANIZED ELASTOMER

PROFILE

AVAILABLE IN METERS

STEEL CHAIN

Code 000752760

Code 0007527601 CONNECTING LINK

P—PITCH =3/8"-9,525 mm
M — LINK = 19,05 mm

A 4

SPECIAL APPLICATION
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