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Function

2 31

LM34, LM44  –  Tool-free assembly of 
transducers for control measuring 
without long process interruptions

DSM linear modules for the tool-free assembly of a transducer for control measuring (rotating 
torque sensor) on a DS 34 / DS 44 nutrunner without long process interruption. 
In basic position the nutrunner is fixed to the output by a locking device. By loosening the 
knurled screw at the clamping element, the position of the nutrunner may stepless be 
changed and fixed for the installation of the sensor by moving the linear slide manually. 
Requirement is a fixed connection of the output (e.g. spring output) to the linear module as 
well as the direct installation of the nutrunner to the linear slide.

Output variant

Knurled screw to
handle the 
clamping element

Unlock
clamping 
element 
and move it
stepless.

Fix the 
nutrunner 
and install 
a suitable 
torque 
transducer.

Insert transducer 
for control 
measurement 
into the square 
socket of the 
linear module.
Loosen the 
locking device 
and insert the 
square of the 
nutrunner into 
the socket of the 
transducer.
Fix the nutrunner.

adapted to
linear module

(1) Standard use of the nutrunner in the assembly process.
(2) Tool-free assembly of a rotating torque transducer. Therefore move the 
nutrunner manually by using the linear slide and fix it at any position for the
installation of the transducer. Install torque transducer without using tools. 
(3) Control measurements during production and record data with the              .

https://www.dsm-messtechnik.de/en/accessories/linear-module/
https://www.dsm-messtechnik.de/en/tightening-technique/nutrunners-ds-serie/
https://www.dsm-messtechnik.de/en/measuring-technique/
https://www.dsm-messtechnik.de/en/
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Output variants / 
features of the 
DS series 
adaptable

Slide stepless 
adjustable

Nutrunner can be 
mounted turned 90° 
to the left / right

Facts and Features

Executions

Height: 

Width:

Depth:

Max. stroke:

TQ max:

Weight: 

LM34 3/8“   |   LM44 3/8“

with DIN 3121 F10 3/8“ drive feature / output feature  

LM34 1/4“   |   LM44 1/4“

with DIN 3121 F10 1/4“ drive feature / output feature

2 adapter: 3/8“ to 1/4“  and  1/4“ to 3/8“ square

Clamping element with knurled screw for 
stepless positioning of the nutrunner

Linear slide for manual movement of the 
nutrunner  

Identical output at linear module and 
nutrunner. This enables the easy adaption of 
the nutrunner output variants to the linear 
module, e.g. when upgrading the LM into an 
existing system

Assembly of the linear module either by 
standard flange, via rear side or via front 

363,5 mm

34 mm

87 mm

192 mm

15 Nm

about 2,2 kg

363,5 mm

44 mm

92 mm

192 mm

35 Nm

about 2,6 kg

LM34 LM44

LM34 1/4“ 6-kt   |   LM44 1/4“ 6-kt

with DIN 3121 D6,3 1/4“ hexagonal quick release 
bit holder drive feature / output feature

2 adapter: 3/8“ square to 1/4“ bit  and
1/4“ bit to 3/8“ square

https://www.dsm-messtechnik.de/en/

